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Size Shape Fiber Order code
4 mm Through-beam High-flex fibers, 2,2 dia E32-ETS14R-1 2M

E3X Fiber Amplifier family

ture range –20°C … +60°C

distance (mm) ST = 480/SHS = 180/HR = 360

gth 2 m

Yes

ble Bending radius R1

Head Aluminum

Fiber PMMA

Sheath Polyethylene coating
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tions for Safe Use

uct is not designed or rated for ensuring safety of 
ither directly or indirectly. Do not use it for such 
.

tions for Correct Use
 the product in atmospheres or environments that exceed 

tings.

tion
ng Force

ning force applied to the Fiber Unit should be as follows:

torque: 0.98 Nm max.

ion

strain the fiber unit, e.g. do not apply tensile or compression 
ithin 9.8 Nm or 29.4 Nm). Use special care since the fiber 

nding radius of the fiber unit should exceed the admissible 
 radius given under Specifications

• Do not apply excess force on the fiber units.

• The fiber head could be break from excessive vibration. To prevent 
this, the following is applied:

ABILITY FOR USE>

hall not be responsible for conformity with any standards, codes, or regulations that apply to the combination of the products in the 
s application or use of the products. Take all necessary steps to determine the suitability of the product for the systems, machines, and 
t with which it will be used.

NGE IN SPECIFICATIONS>

ecifications and accessories may be changed at any time based on improvements and other reasons. Consult with your OMRON 
tive at any time to confirm actual specifications of purchased product.

 WARNING

Toothed washers

Spring mounting clip

)

Retaining screw
(flat head or
sunken head)

Amplifier Unit Fiber Unit

20 mm min.

20 mm min.

Fiber Unit

Nylon wireholder

Tape

A one-turn loop can 
absorb vibrations.
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In the interest of product improvement, 

N Corporation      Industrial Automation Company
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